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COMPACT AND EASY TO MAINTAIN 
 
The architecture of the TC.DV series allows a 
complete and simple dismantling of each 
component, for inspection and cleaning purposes; 
removing the hinge of the front cover gives access 
to the impeller and the mechanical seal. 

ORIGINAL REMOUNTING SYSTEMS 
 
The best remounting, no doubt! TheTC.DV pumps 
are widely used in the wine sector for the 
"remounting wine tanks"; they allow the 
transferring of part of the fermentation paste 
(grains, peel and seeds) without breaking it down 
molecularly, and therefore obtaining at this stage of 
the process the maximum yield of tannins and 
contributing significantly to the quality of the wine 
in the early stages of winemaking. 

PRESENTATION 
 
The TC.DV is a series of high-quality stainless steel 
centrifugal pumps with mixed flow. Designed to be 
used whenever the characteristics of the fluid must 
be preserved. 
The peculiar profile of the impeller combined with a 
conical volute prevents the pump from clogging 
even in the presence of solid parts in the fluid. 

APPLICATIONS 
 
For the versatility and the peculiar hydraulics, this 
pump can be applied in several different industries, 
the agri-food, chemical, pharmaceutical and paper 
industry, in order to: 
 

 Tranfer wines and musts; 

 Pump liquids with solids in suspension up 
to 15mm of dimension; 

 Pump creams and dense pastes 
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THE MECHANICAL SEAL 
 
This component seals the hydraulic chamber; it 
is available in the single or in the double-flushed 
version. 
It can be assembled in different materials and 
chemical components, according to the media 
being pumped. 

THE IMPELLER 
 
Helical type – endless screw shape in Stainless Steel 
AISI 316, obtained by precision casting; the shape 
allows a gradual movement of the product from the 
inlet port to the outlet chamber, and the passage of 
any solid parts suspended in the liquid, even in 
different percentages. 

MOTOR SUPPORT 
 
These pumps are made in a standard monoblock 
configuration; for specific requirements, the pump 
can be equipped with an intermediate support 
containing rolling bearings; this configuration allows 
a correct alignment of the impeller even in the most 
adverse working conditions and a quick disassembly 
of the motor for replacement as the hydraulic body 
is independent from the motor. 

TC.DV-TAD.F; the basis for pumping delicate solid 
products 
 
TC.DV hydraulics allow the delicate transfer of 
produce such as vegetables and fruits; the pump 
must therefore be manufactured according to the 
principles of the "T.A.D." (Transfer of Delicate Food) 
Division by TECHin, which include smooth surfaces 
of the parts in contact with the product and the 
application of motor supports with bearings. 
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PERFORMANCES OF THE TC.DV RANGE: 

 
TECHNICAL DATA: 

      
 

      

Material: Stainless Steel AISI 316 / AISI 304; 

Impeller: Helicoidal endless screw, single 
acting; 

Connections: DIN 11851, GAS-BSP, DIN 
11864, Flange; 

Motor: Electrical, IEC with B5 flange, 4 
poles; 

Mechanical Seal: Internal single or double 
flushed. 

 

Flow-rate: Up to 125 m³/h; 

Head: 15m of water column; 

Temperature: from +3°C to +120°C; 

Max network pressure: 9.5 Bar, in the 
standard version; 

Max fluid viscosity: 1000cP 

Dimension of solids in suspension: 
Ø50mm. 

TC.DV Performances 

TCD 15   kW 1,1 

Range: 

H = 1,5  2,5 m 

Q = 100  300 q.li 

TCD 20   kW 1,5 

Range: 

H = 1,5  3,5 m 

Q = 300  500 q.li 

       Q = Tank Capacity 

TCD 40   kW 3 

Range: 

H = 1,5  7,5 m 

Q = 400  800 q.li 

TCD 55   kW 4 

Range: 

H = 1,5  9 m 

Q = 800  2000 q.li 
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ACCESSORIES 
 
Optionals to complete the pump: 
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WEB: www.techin-opera.it 

TEL. +39 0445 873358 - 874883 

FAX.  0445 873866 

 

 

ADJUSTABLE FEET 

 

Required whenever the pump works in a fixed 
position and it’s not installed on supports or 
skids. 

COVER for ELECTRIC MOTOR 

Essential in those applications where the 

pumps is installed in environments with a 

high humidity level, or where there is the 

need to protect the motor from the contact 

with possible splashes. 

 

TROLLEY 

 

Whenever the pump needs to be easily and 
quickly moved from one working station to 
the other. 

REMOUNTING SPRAY-OVER SYSTEM "T.ORD" 

 

Positioned on the upper part of the tank, in 
order to spray the entire surface of the cap 
evenly, ensuring greater polyphenolic 
extraction and greater yield in the color point 
of the wine. Made entirely of Stainless Steel 
AISI 304. 


